CITY OF SAUK CENTRE
ADVERTISEMENT FOR GRADING
OUTDOOR ARCHERY RANGE

Notice is hereby given that the City of Sauk Centre will accept quotes for grading for the
proposed Sauk Centre Outdoor Archery Range until 11:00 AM, on Thursday, July 9,
2026 at which time they will be opened and read aloud.

Preliminary estimates for bidding purposes includes grading of 4,200 cubic yard of
existing fill.

A copy of the specifications, work detail map and quote form may be picked up at the
City Administrator’s Office, 320 Oak Street South, Sauk Centre, MN, 56378 or printed
from the City website at www.saukcentremn.gov or by calling 320-352-2203 X2307.
Quote envelopes shall bear the inscription “Archery Range Grading”.

No bidder may withdraw their bid for a period of twenty (20) days after the date set for
the quote opening thereof. The City reserves the right to reject any or all quotes and
waive any irregularity. The City Council will consider the quote at the July 15, 2026 City
Council meeting.

By Order Of The City Council
s/Vicki Willer, City Administrator

PUBLISH: July 2, 2026
Sauk Centre Herald
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é% City of Sauk Centre
320 Oak St. S — Sauk Centre, MN 56378
. Phone 320.352.2203 Fax 320.352.0121

CIVIL EARTHWORK PLANS AND TECHNICAL SPECIFICATIONS
PROJECT: ARCHERY RANGE SITE GRADING IMPROVEMENTS
LOCATION: 139 15t St North, Sauk Centre, Minnesota

PREPARED BY:

Ben Clink, Public Works Supervisor

320-249-7609

bclink@saukcentremn.gov

DATE: June 16, 2026

Request for Quotes

Quotes must be received by: 11:00AM Thursday, July 9", 2026

PROJECT DESCRIPTION
The project consists of grading approximately 4,200 cubic yards of existing fill material to construct
a new outdoor archery range including shooting lanes, target areas, safety berms, drainage
improvements, erosion control measures, and site restoration.
WORK INCLUDES

1. Mobilization

Erosion and sediment control
Topsoil stripping and stockpiling
Excavation and grading
Earthen berm construction
Drainage improvements

Fine grading

Topsoil placement
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Final cleanup

GENERAL CIVIL NOTES
1. Contractor shall verify all dimensions and existing conditions prior to commencement of

work.

2. Contractor shall contact Gopher State One Call a minimum of forty-eight (48) hours prior to
excavation.

3. All work shall comply with:
a. Minnesota Department of Transportation Standard Specifications.
b. Minnesota Pollution Control Agency requirements.
c. Local jurisdiction requirements.
d. OSHA regulations.



Existing utilities shown are approximate.

Contractor shall protect existing facilities from damage.
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6. Disturbed areas shall be restored to equal or better condition.
7. All earthwork quantities are estimates only.
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Contractor shall maintain safe access throughout construction.

EARTHWORK SPECIFICATIONS

GRADING

PART 1 - GENERAL

1.01 DESCRIPTION

The work includes excavation, embankment construction, grading, compaction, moisture
conditioning, proof rolling, and finish grading required for the proposed archery range.
1.02 RELATED WORK

A. Erosion Control

B. Site Restoration

C. Drainage Improvements

1.03 REFERENCES

A. ASTM D698

B. ASTM D1557

C. MnDOT Standard Specifications

D. MPCA Construction Stormwater Permit

PART 2 - PRODUCTS

2.01 GENERAL FILL MATERIAL

Fill shall consist of approved on-site material free of:

A. Organics

B. Frozen soill

C. Construction debris

D. Sod

E. Materials larger than six (6) inches

2.02 TOPSOIL

No topsoil will be spread on the project site at this time.

PART 3 - EXECUTION

3.01 SITE PREPARATION

Remove vegetation, organic material, debris, unsuitable soils, and tree stumps.

Unwanted items will be pushed to the downslope edge on the west side of the archery range and
covered with fill.

Strip topsoil and stockpile for reuse. (Minimal if any topsoil on this site)

3.02 EXCAVATION

Perform excavation as necessary to achieve proposed grades.

Unsuitable materials shall be removed and replaced with approved fill.

3.03 EMBANKMENT CONSTRUCTION

Existing fill shall be placed in maximum twelve (12) inch loose lifts.

Each lift shall be compacted before placement of subsequent lifts.

Moisture content shall be maintained within plus or minus three percent of optimum moisture.
3.04 COMPACTION

Required Density:

Safety Berms.........ccoocuvneee. 95% ASTM D698
Access Areas........ccccceeeeeennes 95% ASTM D698
Parking Areas..........ccccco.... 95% ASTM D698
Landscape Areas.............cc...... 90% ASTM D698

3.05 TREE REMOVAL



Public works will cut the trees and remove them. Contractor will need to remove the stumps and
bury on site, the west bank, bottom of the slope is the location for this.

GRADING DESIGN CRITERIA

PROPOSED EARTHWORK

Grading of existing soils on site. This includes the 244’ X 235’ archery range and 80’x100’ parking
lot. Class 5 for the parking lot will be an add option on the price sheet.

Estimated Existing Fill:4,200 Cubic Yards +/-

Proposed Redistribution:4,200 Cubic Yards +/-

Import Material: None Anticipated at this time

Export Material: None Anticipated at this time

Net Balance: Balance Site to final elevation shown on plans.

ARCHERY RANGE DESIGN
SHOOTING LINE

Surface Width: 25 to 50 Feet

Cross Slope: 1.0% Maximum
Longitudinal Slope: 2.0% Maximum
TARGET AREA

Maximum Cross Slope: 2.0%
Surface:Graded existing soils

SAFETY BERM DESIGN

PRIMARY BACKSTOP BERM

Length-To match the overall width of the archery range.
Minimum Height: 5 Feet

Preferred Height: 5-6 Feet

Crest Width: 5 Feet Minimum

Side Slopes: 3 Horizontal : 1 Vertical

Compaction:95 Percent ASTM D698

Trees: The city will be responsible for any tree planting.

DRAINAGE DESIGN

GENERAL

All finished grades shall provide positive drainage.
Minimum Drainage Slope:1.0%

No ponding permitted

SWALES

Minimum Depth:1 Foot

Side Slopes:4 Horizontal : 1 Vertical
Longitudinal Grade:0.5% Minimum

EROSION CONTROL
Provide and maintain:
1. Silt Fence as needed

2. Stabilized Construction Entrance
3. Temporary Drainage Protection

Maintain until final stabilization is achieved.

QUALITY CONTROL

FIELD TESTING

Compaction Testing Frequency:
One test per 2,500 cubic yards.
Minimum Tests Required:

One (1)




Proof Roll Requirement:
All traffic-bearing surfaces.
Correct all yielding, pumping, or unstable areas.

Quotes Due no later than: 11:00AM July 9, 2026

Project Start Date: Upon approval of Sauk Centre City Council and NPDES permit

Permit to be obtained by the City of Sauk Centre

Project Completion: 10/31/2026 - Liquidated damages will be assessed in the amount of $200.00 per
calendar day for work done after the specified completion date.

ESTIMATED QUANTITIES
Mobilization LS

Common Excavation 3,000 CY
Berm Construction 1,200 CY

Finish Grading 3,000 CY

Erosion Control Silt Fence LF

Add Option- Class 5 for Parking Lot

CERTIFICATION

| hereby certify that these plans and specifications were prepared under my direction and are
intended for construction of the proposed archery range grading improvements. Final construction
documents shall be based upon field survey, geotechnical investigation, permitting requirements,
and final engineering analysis.

Public Works Supervisor:
Date:

END OF SPECIFICATIONS




CITY OF SAUK CENTRE
ARCHERY RANGE QUOTE PROPOSAL

Proposal of (hereinafter called
“bidder”) organized and existing under the laws of the State of Minnesota doing business as
. (Insert either a corporation, partnership or an individual, as

applicable.)
TO: THE CITY OF SAUK CENTRE, MINNESOTA

In compliance with your request for quote, bidder hereby proposes to perform all work in strict accordance with the
contract documents, within the time set forth therein, and at the prices stated below.

By submission of this quote, each bidder certifies, and in the case of a joint quote, each party thereto certifies as to his
own organization that this quote has been arrived at independently, without consultation, communication or agreement
as to any matter relating to this quote with any other bidder or with any competitor.

Bidder will furnish a Payment Bond and a Performance Bond each equal to the Contract Amount as required by MN
Statute § 574.26, as security for the construction and completion of the improvement according to the Plans,
Specifications and Special Provisions as provided in this document.

Bidder hereby agrees to commence work under this contract on or before the date specified in the Notice to proceed
and to fully complete the project by the date specified in the Special Provisions. Bidder further agrees to pay as liquidated
damages, the sum of $200.00 for each consecutive calendar day thereafter as provided in the Special Provisions.

Bidder agrees to perform all the work described in the Contract Documents for the following unit prices:

Submitted by:

Signature Firm Address

Title Date License No.



2026
Archery Range
Sauk Centre, Minnesota

Do not include sales tax. City is tax exempt.

No. Item Units Qty. Unit Price

BASE QUOTE:

PART 1: ARCHERY RANGE SITEWORK

1 MOBILIZATION EA 1 $
2 SILT FENCE LF 1,200 $
3 COMMON EXCAVATION YDS 4,200 $
4 STUMP REMOVAL LS 1 $

TOTAL PART 1: ARCHERY RANGE SITEWORK

TOTAL BASE QUOTE PART 1

ADD OPTION 1:
Below is for hauling, placing and final compaction of a 80FT x 100FT x 6” class 5 parking lot

1 CLASS 5 YDS 200 $

If accepted this cost would be in addition to the base bid.

Total Price



DRAWN BY: BEN CLINK
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DRAWN BY: BEN CLINK
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NORTH {}

STOCKPILE TO BE MOVED/G

GROUND EL. 1231.0
FINAL EL. 1225.5

100"
19 PARKING STALLS

GROUND EL. 1228.5
FINAL EL. 1225.5

244"

4:1 MOWABLE SLPPE

ON WEST SIDE

RADED

GROUND EL. 1228.0
FINAL EL. 1226.0
1% MAX SLOPE EAST AND WEST

/GROUND EL. 1231.2
FINAL EL. 1225.5

NTIRE CORNER LOW
EL. 1223.0

GROUND EL. 1223.4
FINAL EL. 1225.5

GROUND EL. 1228.0
FINAL EL. 1226.0
1% MAX SLOPE EAST AND WEST

5 FT TALL BERM WITH TREES

SILT FENCE /

GROUND EL. 1225.5
FINAL EL. 1225.5

GROUND EL. 1231.3
FINAL EL. 1225.5

DRAWN BY: BEN CLINK
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